
Power Strips 
SLN / FLN



Product overview of sockets SLN .../FLN ...

The mfe socket strip is specially designed for the requirements of a good hi-fi system. 

 

The heavy metal housing in conjunction with the insulated mfe mains cable protects against interfe-

rence. The cross-section of 3 x 3 mm² ensures optimal power supply. 

 

The power strips are available in 3 basic variations, with 4, 6, 8 inserts; others are available custom-

made in any length. 

 

The earth wiring is star-shaped with solid copper wire. All socket inserts are wired with 2.5 mm² cop-

per wire. 

 

 

Filter strip (FLN ...) 
 

We also equip this power strip with a line filter incl. surge arrester. The resulting filter strip (FLN ...) is 

an extended standard strip (SLN ...), especially for home theatre systems or smaller hi-fi systems. The 

filter strip is available with 4, 6 or 8 inserts, others upon request.

Want to know more? 

Simply give us a call! 

Tel.: +49 (0) 02432 80726

A good power supply is the prerequisite for a good sounding hi-fi system!



l  Weight:                                                                from ~ 1.8 Kg (depending on the design) 

 
l  Dimensions (WxHxD):                                         61 x 47 x 351 (4 series) 61 x 47 x 467 
                                                                                     (6/7 series) 61 x 47 x 583 (8 series) 

 
l  Housing:                                                              heavy metal finish, matte black (other colours  
                                                                                     upon request), scratch resistant and durable  

                                                                                     surface rubber feet, black socket inserts 

 

l      Mains cable:                                                        foil-insulated, 3 x 3 mm² mfe – special mains  
                                                                                     cable length 1.5 m (other lengths upon request) 

 

l      Irradiance protection:                                          completely insulated structure 
 

l  Wiring:                                                                 solid star-shaped earth wiring, copper wire 
                                                                                     wiring 

 

l  Connector:                                                          comes standard with safety plug (Euronorm), 
                                                                                     configuration with international plugs and 

                                                                                     sockets possible! 

 
l  Optional special features:                                Angle connector, switch,  
                                                                                     overvoltage protection 

 

 
 
 
  Filter strip FLN ...: 

 

l  Line filter:                                                            integrated broadband line filter with overvoltage  
                                                                                     protection 

l  Variations:                                                           available with 4, 6 or 8 sockets, other versions  
                                                                                     upon request 

 

  Warranty 
 
  The warranty period for the strips is 2 years 

   
           Technical changes and errors reserved!
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