
Loudspeaker Piccolo 
Sounds dynamic, balanced and incredibly free 

 

“Made in Germany”



Product overview mfe Loudspeaker Piccolo 
 
This speaker plays dynamically, balanced and sounds incredibly free!  

It's simply fun to rediscover "old" records!

The mfe-Piccolo is equipped with the best components. 

 

Despite the small cabinet, the bass dispersion is amazing. In a nor-

mal listening room, it goes down to approx. 35 Hz without a drop 

in level. The large ribbon tweeter is the same as in our mfe-Secundo 

loudspeaker. According to the motto "Only the best is good 

enough". 

 

This constellation offers unique listening pleasure! 

 

The use of our selected 8" bass driver (60 W rated power, 

86dB/1W/1m) with soft cone suspension allows the setup as a 2-way 

combined cabinet. 

 

Installation is not critical! 

 

We recommend an amplifier output from approx. 25 W / channel.

Views of the mfe-Loudspeaker Piccolo

Connection panel 

on the back

Become curious? 

Just give us a call! 

Phone +49 (0) 2432 80726



The history of the loudspeaker mfe Piccolo 
 

 

A very good loudspeaker like the mfe-Secundo should actually be enough for everything. But due to 

the demand for a smaller loudspeaker, we finally built the Piccolo. 

 

The speakers were developed in collaboration with Michael Franken and Joachim Schneider to provide 

optimal sound for smaller rooms. 

 

Nothing was spared here either, e.g. we also use the same ribbon tweeter as in the mfe-Secundo. 

 

The loudspeaker had to meet the following requirements: 

 

l Suitable for any type of music 

l High level stability 

l Low distortion factor 

l Low lower cut-off frequency 

l Good efficiency 

l Can also be integrated into smaller living rooms 
 

 

We achieved this brilliantly and the first production model was successfully presented at the AAA HiFi 

trade fair in Moers in April 2024.  

 

It was presented there complete with mfe-tube-electronics (TubeOne_deluxe, preamplifier, 

TA300SE mono power amplifiers) and cables including P16C power conditioner, and the re-

sponse from listeners was consistently positive. 

 

In conclusion, it can be said that the great effort was worth it, as can be seen from the sonic results and 

the measured values.

Become curious? 

Just give us a call! 

Phone +49 (0) 2432 80726



l Weight:                                                                    19 Kg 

 
l Nominal impedance:                                               8 Ω 

 
l Frequency response:                                              20 Hz to 40 KHz 

                                                                               35 Hz/-6 dB in an anechoic chamber! 

                                                                               ==> typically 0 dB in the living room! 

 
l Amplifier recommendation:                                     from 25 W (8 Ω) 

 
l Nominal load capacity (acc.to EIA standard RS-426A):  60 W 

 
l Sound pressure at nominal load:                            104 dB 

 
l System:                                                                   2-way system, closed housing 

 
l Enclosure material:                                                 Solid oak side panels, 

                                                                               front and rear panels made of multiplex 

 
l Enclosure construction:                                           low-resonance, braced and optimally 

                                                                               damped, sides dovetailed 

l Dimensions (H x W x D) / mm:                                600 x 320 x 280 mm 

 
l Inputs:                                                                     Neutrik Speakon and pole terminals 

                                                                               bi-wiring and bi-amping possible 

 
l Equipment:                                                              l Ribbon tweeter 

                                                                               l 8’’ Bass 

 
l Wood and finish:                                                     according to customer requirements:: 

                                                                               e.g. oak, cherry, walnut, etc. 

                                                                               smoked or clear lacquered 

 

 

Compliant with EC directives: 2002/95/EG (RoHS), 2002/96/EG (WEEE) 

 
 

Developer: 
 

Dipl.-Ing. Joachim Schneider 

Dipl.-Ing. Michael Franken 

 

Warranty:                                                                    The warranty period is 5 years 

 
Technical changes and errors excepted!

Equipment features and technical data mfe Piccolo:


